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Improved Television Systems: NTSC and Beyond

By William F. Schreiber

After a discussion ofthe limits to received image quality in NTSC and a
review of various proposals for improvement, it is concluded that the
current system is capable ofsignificant increase in spatial and temporal
resolution. and that most of these improvements can be made in a
compatible manner. Newly designed systems,for the sake ofmaximum
utilization of channel capacity. should use many of the techniques
proposedfor improving NTSC. such as high-rate cameras and displays,
but should use the component. rather than composite, technique for
color multiplexing. A preference is expressed for noncompatible new
systems, both for increased design flexibility and on the basis of likely
consumer behaL'ior. Some sample systems are described that achieve
very high quality in the present 6-MHz channels, full "HDTV" at the
CCIR rate of 216 Mbits/sec, or "better-than-35mm" at about 500
Mbits/sec. Possibilities for even higher efficiency using motion compen­
sation are described.

T he existing television broadcast­
ing systems - NTSC, PAL, and

SECAM - have spawned large and
profitable industries; indeed they may
fairly be said to have had a profound
influence on modern society. Never­
theless, they are far from perfect.
Most of the knowledge exists to im­
prove picture and sound quality so as
to equal or exceed that of 35mm mo­
tion pictures. If we want it enough. we
can have higher resolution. better mo­
tion rendition, a wider field of view.
worldwide compatibility, and free­
dom from most defects.

Many, if not most, of the issues
involved in improving existing sys­
tems or introducing entirely new ones,
are primarily political or economic
and not technological. The main so­
cial value of a television system. eco­
nomics aside, certainly resides in the
programming and not the image qual­
ity. Interesting as these issues are.
they lie outside the subjcct of this pa­
per. We are concerned here exclusive­
ly with means by which sound and
picture quality can be improved. and.
to a lesser extent, with the'means by
which such improvements can be
brought to the marketplace.

The psychophysical phenomena
and signal-processing ideas underly-
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ing much of the following discussion
were dealt with in an earlier paper and
will only be summarized here. I

Why Now?
As equipment has improved and

professional viewers have become
more critical, the shortcomings of
NTSCa have become more obvious, at
least to TV practitioners. What they
accepted 30 years ago. in the full flush
of the successful design of a color sys­
tem that did not obsolete existing re­
ceivers, is no longer acceptable. There
certainly is no grass-roots demand for
improvements, and there is little evi­
dence that these perceived shortcom­
ings are significant to the commercial
health of TV. Nevertheless. there
may well be commercial opportuni­
ties in the provision of significantly
improved television services.

Rapid progress in semiconductor
development, driven primarily by the
demands of the computer industry,
has led to more powerful chips and
lower prices. This presents the possi­
bility of much more "intelligent" re­
ceivers and more efficient use of chan­
nel capacity. The existence of such
capability. and its utilization in relat­
ed areas. creates a pressure to make
applications to TV, as exemplified by
digital receivers.

Another factor creating a favorable
climate for change in TV is the im­
proved understanding of TV signal
processing. Such processing has al­
ready been applied to graphic arts,
generally at low data rates, but with
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excellent results. Demonstrations
have been made showing good motion
rendition with very few frames per
second,2 elimination of interline flick­
er by up-conversion, 3 and improved
separation of luminance and chromi­
nance by means of comb tilters. ~

No doubt the most important ele­
ment in creating interest in this sub­
ject was the demonstration of the Jap­
anese high-definition television
system in 1981, a development that
took more than ten years.5 Orches­
trated by NHK, with contributions
from many Japanese companies, im­
ages have been produced that are
comparable to 35mm theater quality.
The noncompatibility of that system,
and the very large required band­
width, have sparked developments in
a number of other countries, mostly
directed,·to improvements that would
be easier to implement.6

Limits to Quality in Present-Day
Television

The image quality actually ob­
served on home receivers is affected
by every physical element of the sys­
tem, as well as by the system design.
Since it is spectrum space that is the
limited resource, an argument can be
made to ensure that only the band­
width limit the quality. As a practical
matter. this is not entirely possible.
However, the extent to which other,
correctable. factors degrade the qual­
ity at present is much larger than
seems reasonable.

Interlace and Line Structure
The choice of lines/frame and

frames/sec for a given bandwidth
trades off spatial and temporal resolu­
tion. All modern TV systems use 2: 1
interlace in order to raise the large­
area flicker rate that results from this
trade-off. Alternatively, the use of in­
terlace can be considered an attempt
to raise the vertical resolution for a
given field rate and number of lines/
field. The effectiveness of this strata­
gem is. at best, limited. 7 Interline
flicker at the frame rate is produced
along with artifacts due to vertical
motion. The former becomes disturb­
ing according to the vertical resolu-

. tion of the camera, which, typically, is
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barely half what it might be with 525
lines/frame. 8 Ironically, if the cam­
era resolution were raised to the alias­
free Nyquist rate of 262.5 cycles/pic­
ture height (cph), the interline flicker
would be unbearable. b While the arti­
facts could be avoided by using pro­
gressive scanning, that would also
permanently enshrine the lower verti­
cal resolution. As discussed below, a
solution lies in separating camera and
display scan patterns from that of the
channel.

Interference Between Luminance and
Cbrominance: Resolution
Compromises

The ingenious band-sharing princi­
ple9 that made NTSC backward com­
patible does not, in fact, work perfect­
ly with the kind of processing
envisaged by the advocates of that
system in the 1950s.< This is some­
what puzzling. since comb filters were
well known for other purposes at that
time,lO and, in fact, had been dis­
cussed by Gray in his 1929 patent. the
earliest mention of frequency inter­
leaving. 11 The pioneers seemed much
more concerned with making the sub­
carrier less visible on the existing
monochrome receivers (that had the
fulI4.2-MHz bandwidth called for by
the existing standard) than on making
color receivers work properly. 12

Whatever the history. we are all
now very familiar with cross color. the
appearance of spurious color in re­
gions of high luminance detail where
luminance information is interpreted
as color. and cross luminance. the
moving cross-hatch pattern that de­
velops at the boundaries of brightly
colored objects where color informa­
tion is interpreted as luminance.
Cross color cannot be removed easily
at the receiver, but cross luminance
can be controlled by restricting the
luminance bandwidth to well under
3.5 MHz. and often as low as 2.5
MHz. The latter procedure. of course,
violates the principle of full backward
compatibility.

Even without these defects, which,
at least in principle. can be removed
by suitable multidimensional filtering
at both transmitter and receiver. the
system design itself restricts horizon­
tal color resolution to a very low value,
typically about one-seventh that oflu­
minance. and very much lower than
the vertical color resolution. Al­
though there is no need to have verti­
cal and horizontal resolution identi­
cal, a 7: I disparity is very visible. t J
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Performance of Cameras and
Displays

Ideally, the response of cameras
and display should be 100% through­
out the Nyquist baseband. Because of
some peculiarities of camera opera­
tion, the vertical response is much
poorer than that. The temporal reo
sponse is determined by camera inte­
gration. This blurs moving objects,
but does not limit the bandwidth
enough to avoid temporal aliasing.
Use of a shutter to keep moving ob­
jects in focus makes the aliasing
worse. What is needed is a camera
with high and fully controllable reso­
lution in all three dimensions. a result
that can only be obtained by operat­
ing a camera of inherently high reso­
lution at a line and frame rate well
above that of the channel.

Displays have somewhat different
problems from those of cameras. The
line structure, which tends to mask
fine detail. cannot readily be removed
without reducing sharpness. The fact
that this seems not to be a serious
problem in contemporary HDTV sys­
tems is further evidence that the cam­
era and the display, and not primarily
the system parameters. limit the verti­
cal response. A corresponding effect
is present along the time axis. Phos­
phor persistence short enough to
avoid temporal blurring produces a
large fluctuating component of
brightness in addition to the (time­
average) desired value. With normal
frame rates, filtering in the human
visual system sufficient to avoid flick­
er must necessarily reduce the re­
sponse in the temporal Nyquist band.

These phenomena point up the fact
that the camera and display not only
limit the system resolution, they must
therefore also limit the efficiency of
utilization of the channel capacity. As
long as this is the case. there is no
point in providing channel capacity
very much in excess of the capabilities
of the terminal transducers.

Transmission Problems
The striking difference in image

quality between TV receivers in Japa­
nese and American hotels, both using
;\JTSC. is clear indication that it is not
just the system, or even the receivers.
that limit image quality. Good pic­
tures require good signals at the re­
ceiver terminals. Furthermore, it ap­
pears that the higher the resolution of
the TV system, the more easily quali­
ty is lost by such factors as interfer­
ence, channel noise, and multipath
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transmission. Especially in analog
systems, there is no simple remedy to
this problem, except to advocate a
much higher standard of operation
and maintenance of every part of the
TV plant, from studio to the home.
Should digital transmission ever real­
ly become the norm in delivery of sig­
nals to the home, the job would be
immeasurably simplified. Perhaps
that is one good reason to go digital.
Important as this problem is, it is not
the subject of this article.

ImprOl'ed NTSC
We firmly believe that the full ca­

pabilities of the NTSC system have
not yet been exploited. While it might
not be capable of "theater quality," if
the defects are removed and certain
other changes made in the studio and
in the receiver, then pictures much
better than we have ever seen with this
system should be produced.

There are many advantages to im­
proving TVeon the basis of the present
systems. This evolutionary approach,
in which existing receivers may con­
tinue to be used, albeit without all of
the benefits of whatever improve­
ments are made at the transmitter,
ensures the presence of the audience,
an element necessary for manufactur­
ers, producers, and broadcasters alike
to be willing to make the required
investments. It also avoids the politi­
cally untenable situation in which
viewers find their receivers no longer
of use because the broadcasting stan­
dards have been changed. The disad­
vantage of this approach is that there
is an upper limit to the quality that
can be attained, and this limit may
well be below what is desired. In addi­
tion, even if full theater quality could
be achieved in a compatible manner,
it is not clear that a sufficiently large
portion of the audience would buy
new and more expensive receivers just
for the sake of higher technical quali­
ty. If this were the case, the economies
of scale required to produce sophisti­
cated receivers at acceptable prices
might never be reached.

It is possible to envisage a scenario
in which compatible improvements
were introduced over a period of
years, during which time the shape of
a final, noncompatible system might
emerge. By this time the audience
would have become more knowledge­
able about quality issues and more
discerning in its choices. A line of
multistandard receivers could then be
developeci, capable of receiving new
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Figure 1. Location of the subca"ier In the 3-D frequency spectrum. The equivalent spatiotempo­
ral subca"ier is located in fout' of the eight octants. The cylinder with diamond-shaped cross
section is the largest symmetrical alias-free baseband possible for luminance with interlaced
scanning. Other shapes of the cross section are possible as shown in Figs. lb to tf. The shape in
Fig. lb corresponds roughly to full-frame integration. while If corresponds roughly to single-field
integration. as is more common in current TV cameras. The shape of Fig. la is believed to
represent a better trade-off of vertical and temporal resolution.

broadcasts as well as NTSC. and a
new broadcasting service with more
attractive programs inaugurated. Old
receivers would continue to be ser­
viced by down-conversion to NTSC of
at least some of the new broadcasts.
This would provide an audience for
the new programming as well as pro­
grams for the eltisting following. At
some point. announced several years
in advance. the down-conversion
would stop. If it were desired to keep
providing some service for the older
receivers. special broadcasts of a lim­
ited nature could be provided for an
additional transition period. as was
done in Britain when the shift was
made from 405 lines to the CCIR
standard and in France when the 819­
line system was phased out.

Remo,a1 ofCross Eflectsd

Even though Fourier analysis dates
from 1822 14 and was ably used by
Mertz and Gray l5 in their 1934 analy­
sis of the spectrum of monochrome
video signals. it was not properly ap­
plied to NTSC signals until 1967. 16 It
was not therefore available to the
NTSC in 1953. where it would have
made much clearer what was involved
in proper separation of chrominance
and luminance. The full derivation of
the spectrum of composite' signals is
given in Ref. 17 and outlined in the
Appendix. At this point we simply
note that since the light intensity on
the focal plane of the camera is a
function of x. Y. and t, its spectrum is
three-dimensional. the altes being la­
belled horizontal. vertical. and tem­
poral frequencies. As shown in Fig. 1,
the subcarrier corresponds to spatio­
temporal harmonics located in four of
the eight corners of 3-0 frequency
space. the chrominance sidebands be­
ing located around the subcarrier in
the same way that the luminance side­
bands are located around the origin.

To be separable. chrominance and
luminance harmonics must occupy
distinct portions of 3-D frequency
space. Normally, the respective video
signals are bandlimited horizontally
only. and not vertically or temporally
eltcept by natural characteristics of
the camera. It can readily be seen
from Fig. 2 that. if both signals have
full bandwidth in these two direc­
tions. overlap must be present and
cannot be removed by any operation
at the decoder. To avoid this irrevers­
ible mixing, filtering is required at the
transmitter. before encoding.

The simplest filters to use are one-
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Figure 2. Overlap of chrominance and luminance. The chrominance spectrum is centeredaround
the subcarrier in the same way the luminance spectrum is centeredat the origin. The dotted lines
show the largest possible alias-free luminance baseband while the four smaller diamond cross­
section cylinders show the chrominance with one-half the vertical-temporal bandwidth. Obvioutr
Iy luminance must be made smaller to avoid overlap. Note that the horizontal extent of each
component is limited by temporal filtering before and after combining them to form the
composite signal. Conventionally. no specific verticsl-temporal filtering is done at ~/.
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Figure 4. Separation with 3-D filteflng. The luminance baseband is shown notched out to make
room for chrommance. Many different allocations are possible. In this one, full spatial resolution
is achieved for luminance and one-half spatial resolution for chrominance at zero temporal
frequency. i.e.. for stationary images. while both are reduced at higher temporal frequencies.

h.MHz
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or lower than/sc• Fukinuki20 first pro­
posed using this extra channel for
higher luminance components. and
has recently made a demonstration of
the process. 21 It should be noted that
for the "hole" to exist. the vertical
chrominance resolution must be no
more than about 131 cph. which is
only half the vertical Nyquist band­
width. as shown in Fig. 5. It may well
be that the overall image quality
would be improved if this spectral
space were used. as Fukinuki has pro­
posed. to increase the horizontallumi­
nance resolution rather than to main­
tain the theoretical vertical
chrominance resolution. The latter is
low in present-day cameras and. in

131. 25

-131. 2S

Figure 3. Separation with 2-D filtering. Ignoring temporal effects. the spectrum can be divided in
the vertical-horizontal frequency plane as shown. totally eliminating cross effects. 0tfHN sh8p6s
can be used for chrominance. as shown in Figs. 3b and 3c. For the sake of simplifying the filters.
some of the potentially usable spectrum space can be discarded. In Fig. 3a. the vertical
chrominance resolution is only 65 cycles/picture height. or one-fourth that of luminance at low
horizontal frequency. The vertical luminance resolution at high horizontal frequencies is also
quite low.
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might well be possible to use a lower
subcarrier frequency. at about 3.2
MHz. to allow double-sideband quad­
rature modulation of two color com­
ponents. each of I-MHz bandwidth.
If the vertical color resolution were
then limited to half that of luminance.
a more symmetrical arrangement
would be achieved.

The "Fukinuki Hole"
In the 3-D approach to the spec­

trum. it is evident that. since only four
corners are occupied by chrominance.
the other four can perhaps be used for
another signal. leaving the luminance
spectrum perfectly symmetrical. This
requires a second subcarrier./J, higher

dimensional. in which case they may
be implemented as ordinary lumped­
constant networks and applied to the
video signals. If luminance is limited
to 3 MHz and both chrominance com­
ponents to 0.6 MHz. i.e.• if we give up
temporal band sharing, then cross ef­
fects are removed. This approach
gives up about 30% of the luminance
bandwidth and about 50% of the 1­
signal bandwidth.

Better performance can be
achieved with two-dimensional pro­
cessing. normally implemented with
transversal filters· using a number of
line- and sample-delay elements. As
shown in Fig. 3. these can be used to
cut the corners out of the 2-D spec­
trum. Note that it is necessary to limit
the vertical resolution of chrominance
to perhaps half that of luminance in
order to have reasonable vertical lu­
minance resolution at high horizontal
frequencies. Note also that "diagon­
al" luminance resolution must be giv­
en up to make room for chrominance.
This is generally a good deal less dam­
aging to image quality that giving up
horizontal or vertical resolution. Ex­
cellent results with such filters have
been achieved at INRS-Telecom­
munications in Montreal. l ~ Another
approach. which is intended to permit
the use of simpler 2-D filters. is to
make them adaptive. 19

With 3-D filters. which require
frame delays for implementation. it
is. in principle. possible to maintain
the full NTSC luminance and chro­
minance spatial resolution at low tem­
poral frequencies. As shown in Fig. 4.
this is done by limiting the spatial
resolution of both components at high
temporal frequencies. This is general­
ly harmless except in the case of visual
tracking of moving objects. in which
case high temporal frequency re­
sponse is required in order to preserve
their sharpness. So far. this procedure
has never been optimized, so that it is
not possible to say how well it may
work.

One possibility. with either 2-D or
3-D filtering. is to utilize horizontal
resolution of the I component higher
than that of NTSC standard by giving
up some horizontal luminance resolu­
tion at high vertical (or temporal) fre­
quencies. This would cause worse
cross effects on existing receivers.
which might. in turn. be ameliorated
with some kind of adapter.

In designing a new composite sys­
tem in which 2-Dor 3-D filtering were
the intended mode of operation. it
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,. ......
recent study has shown that the Kell
factor depends on the pre- and post­
sampling filters and can be very close
to unity.2J One of the advantages ob­
tainable with high-rate cameras and
displays is the achievement of a high
Kell factor.

Temporal Performance

The role of the camera in degrading
images of moving objects was referred
to earlier. With the freedom to imple­
ment a variety of presampling filters
that is provided by a high-rate cam­
era. the trade-off between blurring
and temporal aliasing can be made on
a rational basis, rather than as a hap­
penstance of integration time. For ex­
ample, in some cases it may be prefer­
able to maintain the sharpness of
moving objects even at the cost of in­
troducing stroboscopic effects,
whereas in other cases the reverse
may be true. In general. temporal per­
formance should be improved when
the output of a high-rate camera is
properly prefiltered before subsam­
piing to obtain the signal to be trans­
mitted.

Interlace

A high-rate display, for "example
525 or 1050 lines progressively
scanned. can positively eliminate in­
terline flicker, even without a high­
rate camera. However, if simple­
minded linear interpolation is used,
some loss of sharpness results. In ad­
dition. some artifacts at moving sharp
edges may develop. Rather good sys­
tems have been developed in which
motion-adaptive interpolation is
used. temporal in the stationary por­
tions of the image. and spatial (verti·
cal) in the moving areas. 24 Ideally. the
interpolation should be motion-com­
pensated. i.e., along the optical flow
lines. since in this way. moving objects
could be kept from blurring. 25 It is
also possible that fully optimized
fixed interpolation. as has been devel­
oped for graphic arts applications,
would serve well here. 26

With respect to vertical motion ar­
tifacts. the disappearance of half the
scan lines at certain speeds is also
eliminated simply by display up-con­
version. as the line interpolation pro­
cess is often called. Vertical-temporal
aliasing. as discussed above. is pri­
marily a function of the camera. and
can be eliminated by approprate pre­
filtering. Therefore, its amelioration
probably requires a high-rate camera.

It should be noted that interlace
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plicit control requires that this re­
sponse be defined in terms of a group
of coefficients - certainly not less
than two or three along each axis. At a
bare minimum. the sampling density
of the transducers must therefore be
at least double that of the channel, per
axis. or eight times the overall data
rate. It is not clear that even this is
enough if any reasonable precision is
to be obtained. but at least it is a start.

Kel/ Factor

In analog television systems. it has
long been a problem to equate the
effective vertical and horizontal reso­
lution. one direction being sampled
and the other being rendered in a con­
tinuous manner. In the horizontal di­
rection, it has been customary to as­
sume two resolvable elements per
cycle of bandwidth. in accordance
with the sampling theorem. Equiva­
lent resolution in the vertical direction
is found by multiplying the number of
active lines by a factor iess than one,
justified on a number ()f shaky theo­
retical: and. experimental grounds. A
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Figure 5. The Fukinuki Hole. Here the spectra are shown in the v6rtical-temporal frequency
plane. The baseband luminance. diagonally cross-hatch6d. is centered at the origin (#II. with
replicas centered at the harmonics of the line-scanning frequencies (+1. The diamond cross
section shown. which is believed to be optimum. provides maximum spatial resolution for
stationary images. The color subcarrier and its harmonics are shown by the Xs. v6rtically cross­
hatched. with the chrominance spectrum extent chosen to be one-half of that of the luminance.
With this choice. an equal space remains for the Fukinuki subcs"ier at the Os. su"ounded by the
spectrum of an auxiliary signal. horizontally cross-hatched.

any event, cannot be used effectively
because of the very low horizontal
chrominance resolution. Increased
cross luminance and/or cross color is
to be expected with this technique on
conventional receivers that use notch­
filter decoders. Fukinuki. however,
reports that this is a small effect.

Sep.r.tioa o(C.,.ra IUJd Displ.y
P.,..meten (rom TboM o( tbe
Cb.1JlJe1

There are a number of important
objectives that can be realized more
readily. both in improving.NTSC and
in developing entirely new systems, by
separating the scanning standards of
the camera and display from those of
the channel. 22 One is the elimination
of the defects related to interlace. An­
other is the improvement of the spa­
tiotemporal resolution of the entire
system. Both require explicitly con­
trolling the frequency response of the
transducers rather than relying on pa­
rameters that are an accident of their
natural characteristics and of the
channel scanning standards.:iSl.&¢trex-
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causes few problems in the presence
of low vertical camera resolution.s In
that case, the use of up-conversion to
eliminate a nonexistent problem may,
in fact, reduce rather than improve
the image quality, especiaHy if the up­
conversion itself is less than per­
fect.The villain, in this case, is not the
up-conversion, but the low resolution,
which wastes channel capacity.

New Systems
The advantages and disadvantages

of a revolutionary approach mirror
those of the approach based on im­
provements in NTSC. From the long­
term point of view, there is a signifi­
cant economic advantage in going to
an entirely new system, in addition to
the fact that it would be possible to
have arbitrarily high quality. Surely,
if it became necessary to replace every
piece of TV equipment in the world,
both consumer and professional. we
would all end up richer, not poorer.
That route, after all, has been the his­
tory in many other fields. The cre­
ation of new industries. such as the
automobile industry, is the path to
wealth. not poverty. The problem is
avoiding the dislocations that inevita­
bly accompany the phasing out of
products, companies, and industries.

From the technical standpoint, al­
most any new system can be made
backward compatible by using a two­
channel scheme. in which one channel
is NTSC. h This, however, limits the
efficiency of new systems. In particu­
lar, it prevents the development ofany
system that achieves theater quality
in a 6-MHz analog channel. a possi­
bility that we believe to be very real.

If the political obstacles can be
overcome, the main advantage of a
noncompatible system, in our opinion,
is that its long-term economic future
is much sounder than that of any com­
patible solution. There is no evidence
that a large number of viewers will
buy expensive receivers when they
can see the same programs. albeit at
lower quality, on their existing equip­
ment. i Therefore, any compatible sys­
tem runs the real risk of never devel­
oping the audience required to
provide the economic justification for
the production of high-definition pro­
grams on a large scale. A noncompati­
ble system, on the other hand, re­
quires that new receivers be used to
view the new and presumably more
desirable programs, especially if
NTSC broadcasting is definitely to be
stopped on some particular date, an-
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nounced several years in advance.
Since the new receivers could be made
multistandard at moderate additional
cost, there would also be an incentive
for their purchase during the period
when most of the programming were
still NTSC.

From the standpoint of economic
justice, this approach does not put an
unreasonable burden on anyone. Af­
ter all, no guarantee of permanent life
is ever provided with any product, no
matter how expensive or how durable.
A TV receiver that cost a few hundred
dollars and has lasted five years has
been a much better investment than
many other household appliances. We
regularly trade in automobiles with a
lot oflife left, at a large loss. so that we
can have new ones that provide only
marginally better transportation.
Perhaps we can learn to do the same
with TV, especially as this change
would probably be once in a lifetime,
and the new sets could also receive the
old signals. .

How Good SbouJd a New System Be!
At the very least, a new system

should have a technical quality suffi­
ciently superior to that of the current
systems, as perceived by the mass of
viewers in their homes, so that it
would make sense to change. Some
hold the view that this means at least
twice the vertical and horizontal lu­
minance resolutioni and a higher as­
pect ratio. Much higher chrominance
resolution is mandatory, especiaIry in
the face of higher luminance resolu­
tion. Greatly reduced spatial aliasing
without attendant blurring would be
highly desirable. It goes without say­
ing that digital stereo sound is an ab­
solute requirement of any new TV
system. Although there is little dis­
cussion of temporal issues, this author
would like to see smoother motion.
higher spatial resolution of moving
objects. and substantial absence of in­
terline flicker. Of course, since any
new system should produce the high­
est possible quality for the given chan­
nel capacity, it would naturally use
many of the techniques discussed
above for making NTSC more effi­
cient.

It should be borne in mind that the
system designer has little control over
the viewing conditions. The impact of
a display is greatly affected by the
angle subtended at the viewer. The
angle may well be different when the
audience settles down to watch a spec­
tacle on a large screen as compared to
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casually observing the news on a small
set over breakfast. The large-angle
display requires much more spatial
resolution; for pictures viewed at ten
times image height, we already have
enough. Thus there is some uncertain­
ty in the following discussion.

Aspect Ratio
The motion-picture industry's

great weapon of the 1950s against the
inroads of television was the wide­
screen film. 27 Most of the most suc­
cessful films of those years were made
in CinemaScope (The Robe. Bridge
on the River Kwai) at 2.35: 1, a format
never intended to be jammed into the
4:3 "keyhole" of the small screen.
Other wide-screen formats such as
Cinerama (This is Cinerama), Vis­
taVision (The Ten Commandments).
and Todd-AO (Around the World in
Eighty Days), had more fleeting pop­
ularity, but were of undoubted visual
impact. as is IMAX today.28 Two
popular current formats are Panavi­
sion's anamorphic 2.35:1 (2: 1squeeze
in the'camera) and "flat" 1.85:1. In
the face of this history, no observer
tests are needed to determine the pre­
ferred aspect ratio - for entertain­
ment productions such as. drama or
sports, the wider the bettc=r. For pro­
ductions such as news and interview
programs, as well as game and educa­
tional shows that are specifically de­
signed for the small screen, 4:3 is just
about right.

One thing that should be perfectly
obvious is that thoughtful directors
will turn out programs that "work"
best in the intended medium. k If these
productions are then tested in a vari­
ety of presentations, they will be pre­
ferred in the format for which they
were made. 29 This presents a serious
problem when material is prepared to
be used alternatively in the theater or
for teleVision. as is often the case un­
der present-day economic conditions.
If a production is to look right on TV.
it cannot possibly take full advantage
of the wide screen of the theater un­
less the director takes very special
pains, probably shooting certain
scenes two ways. It is therefore quix­
otic to advocate. say, a 2.35:1 aspect
ratio, which would permit much
greater visual impact. However, if we
are ever to break away from the 4:3
stranglehold, we should pick as wide a
screen as possible, while still getting
some kind of consensus to use it. In
view of its popularity in the film in­
dustry, 1.85: 1 is certainly a good can-
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didate, and the conversion to 4:3,
while difficult, is not impossible.

Transcodability
Since NTSC, PAL~SECAM, and

24 frame/sec film will be with us for a
very long time, one of the most impor­
tant issues in the design of any new
system is the ability to be inter­
changed with all of these with high
quality and acceptable cost. Histori­
cally, the film transcoder has proved
very difficult, at least for 60-Hz sys­
tems. Since film provides much of the
programming material for TV broad­
casting, and the making of films by
means of HDTV has been stated to be
one of its important applications, this
may be the most important problem.

If a TV system were to be designed
only for making films, it would be
perverse to use anything but 24
frames/sec, progressively scanned.
This would produce films much like
those shot in a film camera, but with
the greater speed and convenience of
electronic production. Up-conversion
to 48 or 72 frames/sec for viewing
would be simple. I It is also clear that if
the audience were to be satisfied with
today's motion rendition when film
is shown on television, these same
24 frame/sec progressive productions
could easily be converted to 60- Hz
interlace (or 50-Hz interlace by 4%
speedup) for broadcast in NTSC or
PAL. Line-rate conversion is rather
straightforward for any ratio.

A more difficult problem is pre­
sented if one wants to transcode with
better motion rendition than normal­
ly seen from 24 frame/sec originals,
either in the motion-picture theater or
on television. Here the problem is not
only transcoding but also capturing
the motion adequately in the first
place, a job not done very well at
present by any motion-picture or TV
system.

Motioa ReaditiOll-
Although they do no~ use precise

words to describe what they see, non­
professional viewers of images do no­
tice defects in signal-to-noise ratio
(SNR), sharpness, tone reproduction,
and color rendition. 3o However, they
are remarkably oblivious to motion
defects, even of the most egregious
sort. There has been very little serious
study of motion perception; perhaps
when there is, this situation may be
clarified. It is also true that observers
can be trained to notice motion prob­
lems, and when they are sufficiently
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sensitized to the phenomenon (as is
this author), they may regard it as an
important part ofoverall image quali­
ty. Just as interline flicker is not ap­
parent to lay observers until they see
an interlaced display alongside one
with progressive scan, it may well be
that, when good motion rendition is
directly compared with poor, the dif­
ference will be obvious.

In the author's opinion, good mo­
tion portrayal is a vital part of making
the TV viewing experience realistic.
Unfortunately, experimental work so
far indicates that there is no practical
frame rate that gives flawless re­
sultS. 31 However, we can do much bet­
ter than we do now, especially when
24 frame/sec film is used for 60-Hz
TV.

Motion in Television

The main problem here involves
eye tracking. If camera and eye are
still, stationary objects are correctly
rendered and integration time blurs
moving objects for both. If the camera
is tracking a moving object at which
the eye is staring, again the results are
fairly good, since similar blurring due
to integration occurs in the eye and
the camera for the portion of the scene
not being tracked. In both cases, the
portion of the image that is stationary
on both retina and camera focal plane
is rendered well. The portion in rela­
tive motion may show some strobo­
scopic effects, depending on the cam­
era exposure time, but these often will
not be prominent because that area is
not the primary object of attention.
Of course, high-rate cameras and dis­
plays, combined with the appropriate
filters. help a good deal, but the rendi­
tion is fairly good even without them.

If eye and camera are not tracking
in the same manner, then excessive
blurring and/or stroboscopic motion
are likely to take place. For example,
when the eye is tracking an object
moving within the TV image, it sees
the blurring resulting from camera
integration time. If the latter is short­
ened by means of a mechanical shut­
ter or the equivalent, this blurring is
reduced but the stroboscopic effect in
the background is increased. Like­
wise, when the eye is fixed and some
important object starts to move, dur­
ing the period when the eye is begin­
ning to track, very streng stroboscopic
effects may occur, in the form of mul­
tiple images. These effects are not
completely removed even at 120
frames/sec. 32 There appears to be no
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simple way to reduce them in new
systems, except to operate at as high a
frame rate as possible, and to perform
appropriate pre- and postfiltering in
connection with high-rate cameras
and displays.

Motion in Film

Typically, 24 frame/sec film is ex­
posed with a 50% duty cycle," about
half the duration used in a standard
TV camera. Therefore, images of
moving objects will be less blurred,
which is good if the object in question
is being tracked within the scene by
the observer, but bad if the object is
also moving relative to the retina. The
problems are exacerbated by the dis­
play, in which, to raise the large-area
flicker rate, each frame is projected
twice, or, in some projectors, three
times. Now, in the tracking case, since
the eye moves at the average speed of
the image, double (or triple) images
are clearly seen. This is more appar­
ent with sharp-edged objects such as
moving titles, but it is present nearly
all the time in ordinary scenes and
very obvious once pointed out. When
the movie camera is tracking objects,
a similar effect takes place in the
background, and, dependiog on the
subject matter, gives rise to spectacu­
lar stroboscopic effects often com­
pletely ignored by viewers.

When 24 frame/sec film is used on
60-Hz TV,o the difference in frame
rates is smoothed over either by cam­
era integration, which produces mul­
tiple images if these would be seen in
the movie theater, or by the 3/2 pull­
down method. In the latter method,
successive film frames are used for
two and three fields, respectively, pro­
ducing a 12-Hz temporal component,
and extremely jerky motion rendi­
tion. p As we shall see below, it is possi­
ble to do much better.

Spatiotemporal ResolutiOD
If the conventional wisdom is fol­

lowed in the choice of resolution and
aspect ratio. we need about 1000
lines/frame, 1700 samples/line, and
30 frames/sec, for a total luminance
data rate somewhat more than 50
Msamples/sec. This leads to band­
width consumption on the order of
that required by the NHK HDTV
system. On the other hand, it is now
recognized that spatial and temporal
bandwidth may be traded off, reduc­
ing response for components simulta­
neously high frequency in all direc­
tions. In MUSE, for example, only
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ing and sampling to obtain a base­
band in which the higher frequencies
along anyone axis have a lower re­
sponse along the other axes. This im­
plies that high-rate cameras and dis­
plays are used, with 3-D filtering.
This, in turn, implies the presence of
frame and line stores at both trans­
mitter and receiver, so that the chan­
nel frame rate need not be high
enough to avoid either large-area or
interline flicker.

- ..........-----&-----4~----"8_----_M~ x

o x ( x o

Sample Systems

We will now briefly discuss a few
sample systems. None of these is seri­
ously proposed as a standard of any
kind; each is mentioned only for the
purpose of illustrating specific points.
All new systems are to use frame
stores and high-rate cameras and dis­
plays. The question of aspect ratio is
finessed by speaking only of the total
number of samples per frame; these
may be rearranged as desired.

Figure 6. Spatiotempora/ly offset sampling. The Xs show the sampling grid in the even fields
while the Os show the ocJd..field samples. Wi!tl this pattern and the appropriate 3-D filters, !tie
highest possible resolution is achieved along each axis in 3-D frtlqutlflcy space.

stationary objects have full spatial
resolution; moving objects have only
one-fourth the area resolution. 33 In
Glenn's system, fine spatial detail has
only one-fourth the temporal resolu­
tion. 34 While both of these methods
can be thought of as compression sys­
tems, it is more meaningful to de­
scribe them as systems that attempt to
use the available channel capacity in
the psychophysically most advanta­
geous manner.

One method of trading off resolu­
tion along the various axes is to use an
appropriate spatiotemporal sampling
pattern. 35 Each such distinct pattern
leads to a distinct shape for the alias­
free Nyquist baseband, which defines
the resolution.q The offset pattern,
shown in Fig. 6, makes what appears
to be an appropriate compromise.
Offset patterns have at least some re­
sponse at frequencies 41.4% higher
than the Cartesian pattern. For exam­
ple, 750 lines/frame would give a
peak vertical response of 1061 lines,
which, with proper filtering and up­
conversion, would extend the vertical
MTF to more than 500 cph, or 25%
higher than normally observed on the
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NHK Il25-line system. Likewise, the
teffil'Oral response would extend to 15
Hz with only 21 frames/sec.

Composite or Component?
As discussed earlier, we now know

how to operate a composite system
with essentially no cross effects. It is
therefore not necessary to go to a
component system, such as one of the
various MAC schemes, to solve this
problem.36 In fact, the composite sys­
tem has an unintended advantage, in
that the portion of the 2 or 3-0 spec­
trum that must be sacrificed to make
it work does not contribute very much
to luminance quality. Undeniably,
however, the component schemes are
simpler, which is counterbalanced, in
most of those so far proposed, by the
fact that they are less efficient, i.e.,
they take more channel capacity for
the same resolution.

Since the desired shape of the Ny­
quist baseband can be obtained by
using the appropriate offset sampling
pattern together with the correspond­
ing filters, it would appear that the
better choice for new systems would
be of the component type,' with filter-

r

A System for the 6-MHz Analog
Channel.

Assuming that it would be harder
to change channel allocations than
TV system standards, it is of interest
to see just how good an image can be
transmitted in the existing terrestrial
channels. We note that Oldy a 4.2­
MHz signal can at present be used in
a 6-MHz channel, a I,·.,•• Ii•• ,Ret
"Ii,d in "U U"'i, and that the hori­
zontal definition is reduced by more
than 15% by retrace time. The first
step, therefore, is to eliminate vesti­
gial-sideband transmission and the
separate sound carrier, and either to
eliminate the retrace time or use it for
something important. A single carri­
er, in the middle of the band, could
carry two independent 3-MHz chan­
nels by double-sideband quadrature
modulation, a technique like that
used in AM stereo. To minimize adja­
cent-channel interference, the outer
extremities of the band should carry
only detail information (rather than
any low-frequency data), perhaps by
having each of the two signals carry
information for half the lines.

Assuming that some advantage in
motion portrayal will ensue from use
of proper filtering, we should be able
to use no more than 18 frames/sec.' If
the channel, now a full 6 MHz, is good
for 12 Msamples/sec, we can have
667,000 samples/frame, or at least
three times that used at present. We
still must provide for color and audio.
Sixteen percent of the capacity should
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be sufficient for the former and 8% for
the latter, still leaving a picture of
about 500,000 samples/frame­
very much better than the 100,000 or
so typically seen on home receivers at
present.

A System for 216 Mbits/sec
CCIR 601, the standard for digital

transmission of current TV signals,
provides an image substantially supe­
rior to that of the best analog trans­
mission, even without using any spe­
cial advanced techniques. Since
transmission facilities and, perhaps
more importantly, digital VTRs are
being provided for this standard, it is
interesting to see what can be done to
raise image quality using some of the
methods mentioned here.

Digital transmission permits the
use of two additional techniques: spa­
tially offset sampling as advocated by
Wendland,37 and relatively coarse
quantization of samples representing
the spatial high frequencies. 38 In the
latter scheme, each frame is divided
by 2-0 spatial filters into highs and
lows. t The three-color lows are
coarsely sampled and finely quan­
tized, and the monochrome highs are
finely sampled and adaptively coarse­
ly quantized. Using 24 frames/sec
and allowing a full 2.5 Mbits/sec for
digital audio gives nearly 9 Mbits/
frame. If the lows have one-third reso­
lution in each direction, each block of
9 samples requires 27 bits for the color
lows using 9 bits/sample, giving a
SNR in the blank areas of 59 dB. The
highs take 4 bits/sample"plus 4 bits/
block of adaptation information for a
total of 7.44 bits/sample, allowing
nearly 1.2 Msamples/frame. When
these are spatially offset in successive
fields as shown in Fig. 6, and then
interpolated up to double resolution
for display at 72 frames/sec, progres­
sively scanned, we would expect to
have images superior to those of the
NHK HDTV system with respect to
flicker, motion smoothness, sharpness
of moving objects, spatial'resolution,
andSNR.

A Very High Quality TV System
(VHQTV)

Hitachi has made an experimental
500 Mbit/sec DVTR and Sony is said
to have made a similar machine of
about 1 Gbit/sec capacity. If such
were readily available, with the cam­
eras and displays to match, what kind
of a system would be most appropri­
ate? It is hard to say. Surely, the 216
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Mbit/sec system described in the pre­
ceding section would satisfy the most
demanding consumer application.
However, there may be a place for
even higher performance for certain
kinds of public displays. Two such
systems have been shown in the the­
ater. One is IMAX, 24 frames/sec
with a very large film area (48X69
mm), and the other is Showscan, 60
frames/sec with a more modest film
area, but still much larger than stan­
dard 3Smm. Without extensive study,
it would not be possible to determine
the best way to use the additional ca­
pacity. To hedge the bet, one could
increase the frame rate modestly, to
36 frames/sec. What to do about the
spatial rendition depends largely on
whether the additional 50% of spatial
data is to be used to increase the
sharpness or the size of the final im­
age. If the sharpness is to be in­
creased, then adding a third channel,
at perhaps 2 bits/sample, would dou­
ble the area resolution. If the image
size is to be increased, then it would go
up only in proportion to the data
rate - 50% on an area basis.

Motion Compensation
It has been known for a long time

that successive frames must be very
much alike to achieve an illusion of
continuous motion. This has been the
basis of a number ofcoding and noise­
reduction proposals. 39 A more ad­
vanced concept is to take advantage of
knowledge of the a~tual motion, or
displacement, of corresponding points
in successive frames. Such knowledge
can be used for noise reduction with­
out blurring, predictive coding, and
adaptive interpolation. Like other
adaptive techniques. motion-compen­
sated processing is always better than
nonadaptive processing, which is. af­
ter all, just a special case, except when
the motion estimation is wrong.u

Present-day estimation methods are
good enough for important practical
applications. The major obstacle is
not the accuracy, but the speed and
cost of the associated calCUlations.

Evidence that motion compensa­
tion is useful is given by three recent
demonstrations. NHK uses motion­
compensated interpolation for
MUSE40 and for the HDTV-to-PAL
transcoder:" The BBC Research
Laboratories has shown a 4: 1 com­
pression system. called digitally as­
sisted TV (DATV), using subsam­
pling and motion-compensated
interpolation.42 The first two systems,
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which are quite successful, use a rath­
er crude form of this processing.
DATV works well where the motion
estimates are accurate.

Motion Estim.tion .t Recei,er or
Transmitter '!

An important issue is whether the
motion information is to be calculated
at the transmitter and sent in a side
channel or whether it is to be calculat­
ed at the receiver. Using a side chan­
nel for auxiliary data effectively
broadens the signal description to in­
clude velocity information. There is
no principle of signal processing that
shows that the optimum signal de­
scription consists only ofa sequence of
sample values. In describing the focal
plane light intensity function (which
we prefer to call the videojunction, to
distinguish it from the video signal),
it is quite possible that a more effi­
cient (compact) description would in­
clude some motion information,
which corresponds, more or less, to
derivative information. In addition, if
a high;rate camera is used, there is
more data available at the transmitter
to calculate the motion accurately.
Finally, since there is one transmitter
and many receivers, good s~tem de­
sign would put the major burden of
this calculation at the sending end. It
is possible that a simple calculation
could be done at the receiver, with the
side channel being used to transmit
supplementary information.

Motion-Compensated Tempo,.l
Interpol. tion

An important application of this
technique is to get a more advanta­
geous trade-off between spatial and
temporal resolution. For example, in
the 24 frame/sec systems described
previously, comparable performance
could very likely be obtained at 12
frames/sec. For the same data rate.
this would permit doubling the area
spatial resolution, for a notable im­
provement in overall image quality.

Another application is the conver­
sion of 24 frame/sec film to 60-Hz
TV. We have done some experiments
on this subject in our laboratory with
promising results. Especially with
computer-generated images having
the full spatial resolution permitted
by the standards, the elimination of
jerky motion is quite spectacular.
With natural (camera) images, the
improvement, although noticeable, is
much less, a fact we attribute mainly
to typically poor camera performance.
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The performance at 24 frames/sec
was so good, we have tried one experi­
ment at 12 frame/sec, using only mo­
tion information derived from the fi­
nal 12 frame/sec signal. (In a
practical case, we would have the
original camera sequence available
and could do a better job of motion
estimation.) The results were. at the
very least, promising. There is a
strong possibility, in our opinion, that
12 frames/sec will be shown to be a
completely adequate frame rate when
motion compensation is used for final
viewing.

Motion-Compensated Noise
Reduction

Noise reduction is of commercial
importance. Although it is true that
modern TV cameras, with adequate
illumination, produce signals that
need no noise reduction, multigenera­
tion analog recording, ENG equip­
ment, low-light-level picture taking,
and satellite transmission all produce
signals that have greater-than-opti­
mum noise levels. The present genera­
tion of frame-recursive motion-adap­
tive noise reducers, all descendants of
ideas proposed in the early 1970s;~3

trade off noise reduction against blur­
ring of moving objects. The effective
time constant of a temporal low-pass
filter, using feedback around a single­
frame memory, is adjusted in accor­
dance with the amount of frame-to­
frame motion, imputed from the
measured difference between the
same points in successive frames. A
great deal of smoothing is used in sta­
tionary areas and less and less in the
presence of more and more motion. In
some cases, a "slow switch" in used, in
which the time constant is based on an
area measurement rather than on a
point-by-point measurement.

These noise reducers tend to blur
out low-contrast moving detail and
they fail to reduce noise in moving
objects. When the latter are tracked
by the viewer, the noise visibility is
hardly reduced. Both of these defects
can be cured by integrating in x,y,t
space, not parallel to the time axis.
but along the motion vector. If
smooth motion persists long enough
to be tracked (more than about 200
msec), it would appear that the noise
could be reduced at least 6 dB, and in
most cases, 12 dB or more, with negli­
gible reduction in sharpness.44

Conclusion
After a discussion of the limits to
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received image quality in NTSC and
a review of various proposals for im­
provement, it is concluded that the
current system is capable of signifi­
cant increase in spatial and temporal
resolution, and that most of these im­
provements can be made in a compati­
ble manner. Newly designed systems,
for the sake of maximum utilization
of channel capacity, should use many
of the techniques proposed for im­
proving NTSC, such as high-rate
cameras and displays, but should use
the component, rather than compos­
ite, technique for color multiplexing.
A preference is expressed for noncom­
patible new systems, both for in­
creased design flexibility and on the
basis of likely consumer behavior.
Some sample systems are described
that achieve very high quality in the
present channels, full "HDTV" at the
CCIR rate of 216 Mbits/sec, or "bet­
ter-than-35mm" at about 500 Mbits/
sec. Possibilities for even higher effi­
ciency using motion compensation
.are described.
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Appendix - The Spectrum of the
Composite Signal

We call the light intensity in the focal
plane of a camera the video function and
note that it is a function of x. y. and;;. with
=standing for time. Within the borders of
the image and within an arbitrary time
interval. the function can be represented
by a triple Fourier series. The latter. being
periodic in the width A. height B. and time
interl'al C. thus replicates a triple infinity
of identical functions outside the A,S.C
boll.
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A typical term of the Fourier series is

cllp[2ll'j(mx/A + ny/B + pz/O]

where m. n. and p are the number ofcycles
per image width. height. and duration.
respectively. We call these terms spatio­
temporal harmonics. To find the signal
that results from scanning. we note that
repetitive scanning downward within the
boll is equivalent to unidirectional scan­
ning in x,y.Z space according to the ex­
pressions

x .. A/oI: y - -8/..1: Z - C/.I

Thus. the video signal is represented by a
temporal tourier series with a typical
term

exp[2lrj(nih - m!, + p!,)t]

where each spatiotemporal harmonic of
the video function corresponds to one tem­
poral harmonic of the video signal.

In the NTSC system. the color subcar­
rier frequency is related to the horizontal
and vertical scanning frequencies by the
following expressions:

Is<" (455/2)J~ .. (455/2)(525/2)/.

The positiV"e frequency color subcarrier
can thus be thought of as resulting from
the scanning of a spatiotemporal harmon­
ic in which

n" 227. m" -13J./''' 15 (Hz), and
n" 228. m - 131./." -15

while the negative sUbcarrier frequency
results from

n" -227, m - 131./. ... -15. and
n--228.m"-131./.-15

Note that for a harmonic to be real. there
must be a pair of exponential (complex)
harmonics in diametrically opposite oc­
tants.

The subcarrier harmonics are located in
four of the eight octants in 3-D frequency
space. as shown in Fig. I. Each such har­
monic is surrounded by sidebands repre­
senting the chrominance signals. Since
the scanning patterns for chrominance
and luminance are the same. the "natur­
al" bandwidths in all three directions are
also the same. The horizontal chromi­
nance bandwidth is restricted by the tem­
poral filters used before and after combin­
ing the components to form the composite
signal. but there are normally no provi­
sions for limiting the vertical and tempo­
ral bandwidths. As shown in Figs. 2and 3.
if cross effects are to be controlled, it is
required to shape both the luminance and
chrominance spectra in all three dimen­
sions. Most proposed techniques result in
substantially less bandwidth for chromi­
nance than for luminance, as well as re­
duced spatial resolution at higher tempo­
ral frequencies for all components.
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Notes
a. Moa 01 whal iI said here about NTSC applielto

PAL and SECAM u well.

4.5.11

b. Another way of puttina this is that if interline
tlicker '5 1101 observed. Ibe camera hu insufficient
vertical resolution and is therefore wasteful of
channel capacity.

c. ft also limits the alias-free bandwidth to :#:7.5 Hz,
rather than *15 Hz. as in the monochrome SYJ­
tem.

d. This material is taken from a forlhcominatutorial
paper by Eric Dubois and the author.

e. Note that all transversal filters are "comb" filters.
I.e" they have a periodic temporal frequency re­
sponse. The usefulness of comb filters in separat·
ing luminanee and chrominance, which have inter­
leaved periodic spectra. is obvious. However,
efficient separation requIres usina a rather large
number of line delays. The usual one or two-line
comb filter does not separate the sianals very well.
without at the same time substantially reducina
vertical resolution. at least at the higher horizontal
frequencies.

f. The use of this term is associated witb tbe zone
plate test pattern. Such componenU also result
from two-dimensional texture.

g. If the screen is viewed closely enouah so that the
scan lines are clearly resolved. interline flicker will
be seen even with a blank field. a problem that
requires display up-conversion for correction.

h. A somewhat tonaue-in-cbeek proposal is to have
one NTSC channel and one PAL channel. the
combination becomina HDTV! With advanced
sianal proccuin. and some tolerance of reduced
performance on exiltin. receivers. this is not en­
tirely out of the question.

i. There is. on tbc other hand. copious evidence that
viewers are willin, to pay substantial alllOllnll 01
money for prOlr&1TII tbat they want to -. even
wben many otber pTOIrami are available fre8.

j. Thil Spec:irIcatiOll iI indefinite. since it ia not ap­
parenl whether the comperison il to the vertieal
resolution acbieved with NTSC on stalldard re­
ceivers or on properly up-convc:rted diaplaya. with
signals originatina in a hiah-line-rate camera. See
the Fink articles mentioned in tbe bibliOlr&phy.

k. In our Audience Research Facility. we carried out
one test of preferences for aspect ratio in mono­
chrome photographs. Not surprisingly. portraill
were preferred in "portrait" mode and landscape
in "landscape" mode. ( have no doubt that this is
true for TV as well.
Editing would probably be even easier with a
frame synchronizer, fed directly by the 24 frame/
sec signal. but supplying 52S-line. 60- Hz inter­
laced signals to tbe monitor.

m. This seclion is baaed on discuuions with Andrew
Lippman and Stephen Hsu.

n. This IS also referred 10 as a 180· shutler.
o. In 50·Hz countries. the film is either sbot at 25

frames/sec rather than 24 frames/sec. or is sped
up by ~%. Motion rendition is similar to that seen
In the theater.

p This author finds it striking tbat this is tolerated
by\mencan TV professionals. In contrast. the
inSistence of European TV interesu on near·per·
fect rendition in the NHK HDTV·to-PAL trans­
coder seems to imply a quite different view of TV
quality.

q. These basebands arc not unique. However. there is
a "natural" baseband. of maximum symmetry. for
each sampling pattern. Except for the Carlesian
pattern. they all have a temporal frequency re­
sponse that varies continuously with spatial fre­
quency. and vice versa.

r. It follows that the composite technique should find
its pnncipal application in Improving exiltin, sys­
tems. and not in the design of new ones.

s. Eighteen frames and 36 fields/sec. even with sim·
pic-minded temporal Interpolation up to the dis·
play rate. should give better motion smoothness
than In motion pictures. The latter is acceptable to
audiences around the world. even though many
defects can be seen by experts.

t. There is a 3·0 extension of lhis system. wbicb is
somewhat more effiCient. but iu quality has not
yet been completely proved out.

u. :'IIoise is the enemy of accurate motion estimation.
Recursive estimation. in which the noise is re­
duced. permitting more accurate estimation as the
estimate converges. shows some promise. 09
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Television's Search for Tomorrow

William F. Schreiber

This article, which was intended for publication in MIT's Technology Review, was
never published because of an editing dispute. It was widely distributed in October 1985
and has been read by many people, here and abroad, engaged in television research.

In this paper, I have attempted to make the technological issues pertaining to
advanced television systems understandable to intelligent nonscientists. I have also dealt
with the international regulatory controversy that has developed as a result of the attempt
by the US and Japan to have the Japanese (NHK) HDTV system adopted as an interna­
tional legal standard for television production and program interchange. I pointed out the
extraordinary progress being made in the development of new and more efficient TV sys­
tems, and ended with a plea against premature adoption of what I believed (and still
believe) to be a poorly conceived system.

Since writing this paper, many more alternative systems have been proposed, and
some have been demonstrated. I believe the adoption of the NHK system as a production
and exchange standard is against the best interests of the United States. There. is no
pressing need to adopt anything at the present time. We can afford to wait for something
more in accord with American interests, both consumers and industry.
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This is a draft of a paper scheduled to be published in Technology

Review for January 1986. Some minor changes will be made in the fmal version. Unfortunately, the

computer-generated figures that illustrate many of the points made in the paper have not yet been com­

pleted.

Television's Search for Tomorrow

by

William F. Schreiber

William F. Schreiber is Professor of Electrical Engineering at MIT and Director

of the Advanced Television Research Program. His major professional interest

always has been image processing, both theoretical and applied. The opinions

expressed herein are those of the author and not of MIT or the sponsors of the

Advanced Television Research Program. In a number of cases, they are at

variance with sponsors' stated positions.

Premature adoption of an international technical standard for television pro­

duction could prejudice attempts to develop greatly improved television sys­

tems for the future.

There is a strong possibility that the television system that has had such a profound effect on our culture

will, within the next five or ten years, change in a number of significant ways. If we so desire, we can

have a system with larger, sharper pictures, equal to or better than 35mm theater film. We can have

better rendition of motion, improved sound, and worldwide compatibility. If the quality were high

enough, an entire new industry - electronic still photography - might be created.

Building and selling all the equipment needed for such new systems would give an important stimulus

to the world economy. US industry, if it moved fast enough and proved smart enough, might get a good

part of the market. However, this alluring future may be derailed by what some, including myself,

'"lelieve to be the premature adoption of a proposal for a production standard for high-defmition TV.
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The proposal, which originated in Japan and is supported by some American organizations as well,

calls for programs intended for international exchange to be produced, although not transmitted, using

the standards for a high-defInition TV system developed under the leadership of Japan Broadcasting

Corporation (NHK). The State Department has adopted the proposal as US policy, and supported it in

October at the quadrennial standards-setting meeting of the International Radio Consultative Commis­

sion (CCIR). Opponents of the standard, particularly among European broadcasters, argue that it would

cost a great deal to adopt as long as present broadcasting standards are in use, and that it fails to recog­

nize current rapid progress in TV technology. By accepting the standards now, critics argue, the

chances for future innovation are likely to be stifled.

It should be understood that I am talking about the "'medium'" and not the "'message.'" Of course a

TV system that simulated looking at the real world through a wide clear window, rather than through a

gauze-covered keyhole, would permit, perhaps even stimulate, a different style of programming. How­

ever, it is clear that technology alone cannot correct any of the perceived shortcomings of today's TV

programs. Thus to some, efforts to improve the technical quality of the image might seem beside the

point. However, since TV is an economically important industry, and one in which the American share

has fallen in recent years, the potential for a renaissance through better technology is quite appealing. In

addition, working with images is aesthetically satisfying and intellectually challenging; as in. many similar

cases, developments in the field are likely to be driven to some extent by the engineers and scientists

who are attracted to the field.

Why Now?

Our present television system has proven remarkably durable, especially considering the radical

changes in technology that have taken place since its adoption more than thirty years ago. However, a

number of contemporary events and developments have combined to provide a setting in which change

has become more likely.

Alternative transmission channels. Television is a voracious consumer of bandwidth, or channel capa­

city, one present-day TV channel using four times as much of this limited resource as the entire AM

radio band. Many of the proposed improved systems require even more bandwidth, and so cannot be

accommodated, with today's technology, in the existing 6 MHz channels. This additional capacity could

be provided by cable, which has more than it needs, by direct broadcasting to the home from satellites

'DBS), or by improved videocassettes and videodiscs. Cable is already here, DBS can be provided as

.:ioon as economically feasible, and magnetic recording is rapidly improving. Many fiberoptics cables have
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already been laid for common carrier communication systems, and could be run into every household i

the "wired city" ever became a reality.

Semiconductor development. The sophisticated TV systems of the future will require complex signal

processing and a substantial amount of computer-like memory in the receiver. This will be practical only

because of the revolution that has been sweeping the semiconductor industry in recent years. The

cheaper and more powerful chips that set the stage for microcomputer development also provide the pos­

sibility of vastly increasing the "intelligence" of receivers, a necessity if improved image quality is not to

require greatly increased bandwidth. For example, if we wanted to improve motion portrayal by dou­

bling the number of separate pictures transmitted per second, that would double the bandwidth. On the

other hand, a receiver with enough computer power might be able to generate these extra frames from

those already transmitted, without raising the bandwidth consumption at all.

Signal processing. After forty years' effort, we have learned a great deal about processing the signals

involved in imaging systems. For example, the ability of Caltech's Jet Propulsion Laboratory to produce

spectacular improvement in the quality of photos from space is well known. Virtually every excellent

color image we see in a magazine has been digitized and computer-processed for enhancement of quality.

Comparable processing of the moving images of television and motion pictures in real time, is more chal­

lenging, but research workers are making notable progress. The Bell Northern Research Laboratory in

Montreal, for example, has demonstrated, by computer simulation, very high quality color images for

video conferencing using only one bJtieth the normal channel capacity. Image sequences with only

slightly restricted motion capability have been produced using only every eighth original frame. A

number of laboratories around the world have produced significantly improved image quality from stan­

dard broadcast signals by means of signal processing in conjunction with special receivers.

A significant point is that all of this processing is digital. While the existing TV industry uses mostly

analog techniques, a certain amount of digital processing has already found its way into TV studios.

Many of the elaborate special effects, including all that require continuously variable rotation or change

of size, are done digitally. Network coverage of the most recent Olympics and of the 1984 national elec­

tions made extensive use of so-called digital video effects (DVE) systems for this purpose. A number 0

companies have demonstrated digital video tape recorders, although they are not yet in commercial use.

Even now, however, virtually every professional video tape recorder (VTR) includes a digital time base

corrector that cancels out the effect of nonconstant head and tape speeds.

Le deli Japonais. No doubt, the most compelling impetus toward change was the demonstration, in
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1981, of the Japanese high-defmition television system (HDTV), after a development that took more

than ten years. It was orchestrated by NHK, which coordinated the work of many other laboratories,

including Hitachi, Matsushita, and Sony. The results are roughly the equivalent of 35mm motion pic­

tures and are quite striking to anyone accustomed to normal home TV. This significant development,

which could not have happened in the US, (for one thing, its organization would probably have been ille­

gal under our antitrust laws) includes high-defmition cameras and picture tubes as well as an analog

VTR, film scanner, film recorder, and associated circuitry. The cameras, picture tubes, and VTR

represent a substantial advancement in the state of the art, and are therefore the subject of universal

admiration.

The system tying all these new components together, however, is quite conventional; thus it requires

four to five times the channel capacity of existing systems. This requirement, coupled with the noncom­

patibility of the system with existing receivers, is at the root of much of the controversy. A subsampled

version, the ingenious MUSE system, requires a more sophisticated receiver but only about twice the

present bandwidth, and it is also noncompatible. The image quality of MUSE has not been fully proved.

While it is much higher than NTSC, it almost surely is lower than that of the original HDTV system.

How TV Works, and How it Sometimes Fails

Scanning. Production of a television signal involves a series of abstractions of the real, three­

dimensional world in front of the camera. Light reflected from the scene forms an image in the focal

plane of the camera. [SEE BOX] The point-by-point image intensity is sampled by an aperture (physi­

cally, an electron beam) that repeatedly scans the focal plane in a regular pattern of closely spaced paral­

lel lines, called a raster. The video signal transmitted to the receiver is proportional to the image inten­

sity sensed by the aperture. At the receiver, a scanning electron beam in the picture tube, synchronized

with that at the camera (but delayed, if need be, by the transmission time) traverses the phosphor­

coated receiving screen in the same raster pattern. The instantaneous beam intensity is made propor­

tional to the light intensity on the focal plane of the camera, producing the output image by translating

the energy of the beam into light.

The pattern of light emitted from the screen depends on the persistence of the phosphor. To avoid

carryover of light from one frame to the next, which would blur moving objects, the persistence is always

less than a frame time, and usually very much less - typically less than one half. As a result, the instan­

+aneous screen image actually comprises a small number of very intense scanning lines, moving down the

dcreen. The perception of a continuously illuminated image depends entirely on integration in the eye, in
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all present systems.

The image quality obviously depends on the number of complete pictures per second, the number 0

lines per picture, and the number of resolvable picture elements (pels or pixels) per line. Higher numbers

give higher quality but naturally demand higher channel capacity. The required bandwidth of the

transmission channel, in Hertz (cycles per second), is about one half the number of pels per second.

Thus a 3Ox30 image, transmitted at ten frames per second, requires 9000 samples per second or 4500 Hz,

which is roughly the bandwidth of a radio voice channel. In fact, the great Scottish TV pioneer, James

Logie Baird, transmitted such pictures from ships at sea, in color and in 3-d, and at night with infrared

illumination, in the 1920's. Of course, the quality of such low resolution images was rather poor.

As time went on, and the relationship of the scanning parameters to the channel capacity became

known (Baird was innocent of such matters), image quality steadily improved. Britain used a 405-line,

25 frame per sec (fps) system for the coronation of King George VI in 1937. The French used an 819­

line system for some time after World War TI. All of Europe went to 625 ,lines, 25 fps in 1965(?) at the

time color was added. An earlier experimental 441-line, 30-fps monochrome system was supplanted by

the fIrst American commercial system in 1941, using 525 lines, 30 fps. By comparison, the NHK HDTV

system uses 1125 lines, although barely 800 are actually resolved on the screen. This ineffIciency of utili­

zation of vertical resolution is common to all existing systems, but can be mostly eliminated by the

signal-processing techniques previously mentioned.

The number of pels per frame is a compromise between bandwidth and resolution, or sharpness. The

525-line NTSC compromise yields images with spatial resolution far too low for the large screens we take

for granted in the theater. For comparison, offIce facsimile equipment normally uses about 1000 lines per

page with equal horizontal and vertical resolution. Xerox copies are equivalent to about 2000 to 3000

lines, as are good quality printed color images. 35mm motion picture mm is equivalent to 1000 to 1500

lines, and amateur slides to 2000 to 3000 lines.

Another diffIculty with upgrading TV to theater quality is the aspect ratio - the ratio of width to

height of the screen. Current TV systems have a 4:3 aspect ratio because that was standard for film in

1936 when TV parameters were first chosen. Most fIlms are now made at 1.85:1 or 2.35:1 and it is likely

that any new TV system would have a wider picture, such as NHK's 5:3. There is no question but that

a large screen and a very wide fIeld of view add greatly to the sense of realism. In fact, systems such as

Cinerama and Todd-AD (Around the World in 80 Days) achieved a good sense of three-dimensionality

using neither stereo nor polarizing glasses.
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The number of frames per second is a compromise between bandwidth on the one hand and motion

rendition and flicker on the other. The 25- and 30-fps systems use that frame rate, in the countries that

have 50- and 6O-Hz power systems respectively, because there once was an advantage in having it nearly

identical to a (sub)multiple of the power frequency. Motion pictures use 24 fps. (In about 1928, the rate

was raised from the 16 fps of silent movies for the sake of the sound quality!)

Since the eye's ability to integrate the wildly fluctuating light from the screen is limited, these rates, i

used in TV and motion pictures, all would cause unacceptable flicker. Therefore the display rate must

be raised. In film, each frame is repeated two or, more commonly, three times. Repetition is not possible

in simple TV systems, so another technique - interlace - is used. In all current TV systems, alternate

lines of the raster are transmitted on alternate scans of the screen. Thus, in the US system, 60 images

(called fields) are displayed each second, each frame having 262 1/2 lines. This gives a large-area flicker

rate of 60 per second, almost eliminating the flicker, provided the screen is neither too bright nor too

wide. Viewers see more flicker in the 25-fps countries, but generally ignore it. The small-area, line-to­

line flicker rate is still 30 per second, however, which is intolerable if the lines can be clearly resolved, as

when viewing from close up. For this reason, interlace is usually not used in video display terminals.

Flicker is more perceptible at the periphery of the visual field, so that it is often evident at the edges 0

wide-screen movies, even at 72 flashes per second, when we have our gaze fIXed at the center. (It gen­

erally disappears if we look directly at the edge of the screen.)

Owing to certain details of the operation of interlace in TV cameras, the picture rate that relates to

the rendition of motion is actually the field rate and not the frame rate. Thus, existing TV systems have

adequate, although not perfect, motion rendition, rapidly moving objects tending to become blurred, the

effective exposure time being 1/60 sec. ABC's "Super Motion" system, developed by Sony, effectively

introduced a 1/180 sec shutter into the camera in a partially successful attempt to make the temporal

resolution even higher. Flicker at the periphery, which we noted is present in wide-screen film even at

72 flashes per sec., is by itself a barrier to really large TV pictures at 60 fields per sec. In fact, movies

portray motion far less smoothly and accurately than TV. Surprisingly, most viewers seem to ignore this

problem. Possibly they unconsciously accept it as part of the "film look."

Interlace has problems as well as benefits. The effective vertical resolution is reduced from 525 lines

to something less - no more than 75% and under some conditions only 50%. This is partly because 0

the physics of camera operation and partly for psychophysical reasons. In any event, if the camera and

display had the full 525 lines of resolution called for by the standards, the interline flicker would be much

Norse. In addition, vertical motion of the camera produces certain artifacts, including the disappearance
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of half the lines, a phenomenon that is easy to observe by moving one's finger slowly down the face 0

the tube. Recently developed noninterlaced systems (called progressive scanning and requiring twice the

bandwidth) show a remarkable improvement in "'quietness" or "'stability'" when displayed side-by-side

with standard systems. Although we have become accustomed to the shimmery nature of interlaced TV,

we can easily see and appreciate the difference.

Color. [SEE BOX] Color television requires the transmission of three separate images, made through

three different color filters, thus representing three different chromatic aspects of the original scene. This

does not, however, require three times the channel capacity, as the resolution of the eye depends

markedly on color. For example, in a red/green/blue (RGB) system, the green image might be transmit­

ted at full resolution, the red at half resolution (one quarter on an area basis) and the blue at one fourth

resolution (1/16 on an area basis.) Thus the color image would require only about a 30% increase in

bandwidth over monochrome. Still better results would be obtained by transforming from RGB form

into a different set of three components - luminance (the intensity aspect of the stimulus, independent

of color) and two chrominance signals. Both chrominance components could be reduced in resolution sig­

nificantly, so that the incremental bandwidth required for color would be quite small. [USE FIGURE

HERE]

Our present NTSC system, named after an industry group that proposed it, the National Television

System Committee, was established as the US standard in 1953 primarily to achieve compatibility with

the then-existing monochrome system. In this very clever system, luminance and chrominance informa­

tion is transmitted as a single composite signal rather than as three separate components as in the earlier

noncompatible field-sequential system. A band-sharing technique is used in which the two chrominance

signals are mixed with the luminance signal, requiring them to be separated in the receiver and then con­

verted back into RGB form for display on the picture tube. The luminance signal is much like a stan­

dard monochrome signal and can be received on unmodified monochrome receivers. Color receivers can

also receive monochrome broadcasts properly.

The NTSC system and its European opposite numbers, PAL and SECAM, have spawned large and

profitable industries. However, they are far from perfect. The horizontal color resolution is much lower

than the vertical, resulting in horizontal smears of small, brightly colored areas. The luminance and

chrominance signals interfere with each other. The color information not completely separated from

luminance produces crawling serrations along the edges of large, brightly colored areas. Luminance com­

nonents with the same frequency as color components can (and do) appear as false color patterns, espe­

dally in areas of high detail content. As a practical matter, the introduction of the color subcarrier
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effectively reduced the luminance bandwidth, and thus the horizontal sharpness of the fInal image.

Most special effects require operations on signals in component form, necessitating repeated conver­

sion between that form and the NTSC composite form. This exacerbates the problems due to

chrominance/luminance band-sharing with consequent loss of quality. As TV equipment has gotten

better, these defects have become more noticeable, leading recently to the introduction of component

equipment, including cameras, VTR's and special effects generators, for studio use. Channel 7 in Boston,

for example, does its electronic news-gathering production work in component format, translating to the

NTSC composite format just once, after playback from a component-style VTR.

Compatible Improvements to the NTSC System

At the receiver. In view of the ample evidence that the receiver of the present system does not

achieve the image quality to which its bandwidth consumption entitles it, engineers have expended some

effort to make improvements without changing the nature of the transmitted signal. More sophisticated

separation of the luminance and chrominance signals using special filters eliminates much of the problem,

at least for stationary subjects, and regains some of the lost luminance resolution. The more interesting

improvements come from the use of a frame store, a semiconductor memory component that holds one

entire TV image. This permits the interpolation of additional scan lines between those transmitted. The

simplest such schemes double the number of scan lines per sec, displaying 525 progressively scanned lines

in each field of 1/60 sec. This reduces visibility of scan lines and virtually eliminates interline flicker from

the displayed image. For stationary images, the interpolation is best done temporally, i.e., by using

corresponding lines in successive frames, so as to preserve the vertical resolution, but this blurs moving

objects. Some adaptive systems interpolate temporally only in stationary areas. In moving areas, they

interpolate vertically, Le., by using adjacent lines in the same field. [DIAGRAM]

The divorce of scanning standards of picture tubes from those of the camera and channel can be car­

ried further. It is possible to go up to 1050 lines, either 30 fps interlaced or even 60 fps progressively

scanned. This greatly reduces the visibility of the line structure and makes possible the use of quality

enhancement techniques mentioned previously. Generally, these schemes average out the noise in areas

that lack detail, where noise is most visible, and sharpen the image in detailed areas, where the inevitable

increase in noise is not easily perceived. Many computer graphics displays are now operating at about

these rates, producing images that seem to be printed on paper and pasted on the front of the picture

tube. Such systems, of course, raise the cost of the receiver, but by less than one might expect. The

frame memory is the key component. It can be made from 7 or 8 special, high-speed 256K memory
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chips, at present less than $100. [CHECK CURRENT PRICES] Predictions of a $10 frame memory

within a few years are common. It is also necessary to improve some of the analog circuitry, but this

must be done for any high-defInition receiver and will not be very costly in mass production.

Improvements at the transmitter. Just as separating the receiver's scanning parameters from those 0

the transmitted signal has solved some problems, another group of improvements depends on separating

the camera's parameters from those of the channel. By using progressive scan in the camera at 60 fps

and with at least 525, but preferably 1050 lines, it would be possible to derive a standard signal for

transmission that is free from most of the present defects associated with interlace. Technically, these

defects are called aliasing, or the masquerading of one spectral component for another, representing a

different spatial pattern from that actually scanned. Aliasing can be reduced by fIltering, which requires

more image samples than are to be transmitted. Noise can also be reduced and sharpness enhanced by

operating on the high-rate signal, but a limit is placed on the vertical sharpness because it might produce

even worse interlace problems on receivers not equipped with frame memories.

In another class of improved systems, exemplilled by CBS's DBS proposal, now shelved for economic

reasons, the transmission consists of two signals: one can be readily received on existing receivers; the

other is an enhancement signal that is added to the frrst signal to produce high-defInitio~ pictures on

special receivers. In the CBS system, the camera operates at 1050 lines. Filtering followed by subsam­

pIing produces a 525-line picture for the compatible channel. A signal that is essentially the difference

between the original and compatible signal is sent on the second channel. In this case, extra information

for the sides of the images is also transmitted, so that the fInal image has a wider aspect ratio. A rela­

tively inexpensive converter is needed in any case to deal with the C-band (?) satellite signal, and this

unit would also effect the conversion to NTSC format. This system produces images of quality compar­

able to thOse of the NHK system, but has the added feature of near compatibility.

Beyond NTSC

Further enhancement of quality requires either adding more bandwidth or restructuring the video sig­

nal in some noncompatible manner. Several proposals for this kind of improvement involve separate

transmission of color components, rather than using the NTSC composite band-sharing technique; they

are collectively called multiplexed analog component (MAC) systems. Luminance/chrominance interfer­

ence is eliminated by transmitting the components in separate frequency bands, or, preferably, in

'1equence, time-compressed, on each scan line. Compression and decompression are done digitally at both

tranmsitter and receiver, but require only a few line memories, and not full frame memories. (Of course,
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frame memories can also be used for additional benefit, if desired, just as in the improved NTSC systems

mentioned.) [DIAGRAM] The image quality of typical MAC systems roughly equals that provided by

the CCrn. digital studio standard, which is very much better than normally achieved by PAL. The

"MAC packet" systems espoused by the European Broadcasters' Union (EBU) , also make provision for

the transmission of multichannel digital audio plus a good deal of auxiliary data. It is anticipated that

such signals would be transmitted by DBS. PAL-compatible signals, though of lower quality, could be

derived for conventional earth-bound retransmission.

Much Better Systems for the Future

To have much better image quality - 35mm theater quality or better - with little or no bandwidth

expansion beyond NTSC, we must use the channel capacity more efficiently. Such radically improved

systems must, of course, also use much better cameras and displays, and may use some of the techniques

already demonstrated for eliminating some of the defects of interlace. Any new system almost certainly

would abandon the band-sharing scheme for chrominance transmission.

Better cameras and displays. It costs nothing in channel capacity to use improved cameras and

displays. In interlaced systems, very high vertical resolution is not useful in these components since it

worsens interline flicker. This struck me during a visit to Sony in 1981, where I fIrst saw high-defmition

picture tubes designed for the NHK-U25 line system. In my innocence, I suggested that NTSC pictures

must look really good on such tubes, but was told that, in fact, they looked terrible! In some cases, cam­

era tubes would give higher defInition merely if they were operated at a higher line number. In other

cases, adaptive enhancement schemes of the kind already used in graphic arts could give better signals.

Finally, progress in solid-state cameras will almost certainly eventually provide all the resolution desired.

Some invention may be needed to improve or supplant picture tubes, as it is becoming more and more

diffIcult to improve the resolution of the current designs further. In addition, the larger screens that are

desirable will have to be made flatter to fit into today's living rooms. Work on small projection systems

and on solid-state displays may solve the problem.

Separation of camera and display parameters from the channel. In addition to improving their basic

resolution, the most important change for the camera and display is to operate them at substantially

higher line and frame rates than the channel. The advantages of this approach are the elimination 0

visible line structure and of its temporal counterpart, flicker, the facilitation of optimum enhancement

(by flltering) before converting to the channel signal, and the simplification of postproduction manipula­

don, including scan conversion. If carried far enough, these elements would become "transparent," so
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that the quality of the final image would depend only on the information sent through the channel.

Optimum sampling patterns for deriving the channel signal from the camera output must be considered

as well as the filtering (interpolation) used to derive the signal for the display from the transmitted infor­

mation.

Motion compensation. It appears possible to get better motion rendition with fewer transmitted

frames per second. If the necessary receiver processing can be made practical, this is likely to be the

most important avenue to the goal of better quality with little or no bandwidth expansion. The possibil­

ity depends on the fact that successive frames of a TV sequence must be very similar to give a satisfac­

tory impression of continuous motion. [SEE BOX] If the frame-to-frame motion of each point in the

image is known, then intermediate images can be calculated quite accurately from those frames that are

transmitted. This is already done in computer graphics and in computer-generated cartoons, where it is

called Hin-betweening. H In these cases, the motion is known a priori. In natural scenes, the motion must

be calculated from the video information. Noise presents an obstacle to doing this with perfect accuracy.

In addition, the reconstruction of the signal for the display from the sparse samples that would be sent

through the channel is a formidable computational task that must be performed in each receiver. Diffi­

cult problems must be solved to make this technique practical, but the rewards for doing so are

correspondingly large.

****************************

From these considerations, it is possible to discern the shape of a possible TV system of the future.

The efficiency of bandwidth utilization, Le., the image quality obtained in relationship to the channel

capacity used, will be significantly improved compared with present systems. It will use excellent cam­

eras and displays operated at very high line and frame rates - well over 1000 lines and perhaps as high

as 100 fps - and probably progressively scanned. The camera signal will be appropriately filtered and

sampled, probably in an offset pattern, giving higher spatial and lower temporal resolution than at

present for transmission through the channel. These samples will be adaptively interpolated, using

motion information either derived from the samples or transmitted directly (or both), up to a very high

line and frame rate for display. There are additional possibilities for achieving greater efficiency includ­

ing differential coding (only applicable to digital transmission) and multichannel transmission, in which

the signal is divided into several channels of different types of spatial and temporal detail, each channel

specially tailored to take advantage of specific perceptual characteristics. These latter methods require

TD.ore research to prove their validity.
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Worldwide Standards?

The present multiplicity of transmission standards - NTSC, PAL, SECAM, and their many variants ­

necessitate conversion in order to use, in one system, programs made in another. The conversion equip­

ment is quite expensive at present and causes some loss of quality, especially for moving images and in

cases where the frame rate must be changed. It should be noted that, in spite of this, the entertainment

value of converted programs is undiminished. There is no evidence that technical production standards

have any influence whatever on the salability of programs. However, if all countries wanted easy inter­

national transmission (it is not clear that they do) it would be advantageous to use a common standard.

It is equally important to be able to convert easily between film and video. Much video programming

has always been derived from film productions, and many theatrical presentations, especially outside the

US, are now originally produced for television. The most difficult conversion problem is the frame rate ­

24 for film, and 25 or 30 fps for video in the 50- and 6O-Hz countries. It is not possible to make theatre­

quality films from NTSC or PAL because their spatial resolution is too low. Thus all productions

intended for both the cinema and TV must now be produced on film, which has become the de facto

international medium for exchange of programs.

With the advent of HDTV, it has become technically possible to use a new medium, namely high­

defmition TV, for both film and television production. This would be quite advantageous to producers,

since video production is faster and cheaper than film, and editing is easier. Primarily for this reason,

several groups have proposed the establishment of a worldwide TV production standard, naturally based

on the NHK system, as it is the only system now available. It is not obvious that an HDTV standard for

this essentially commercial purpose must be the subject of intergovernmental agreement, especially in

the current deregulatory climate. There is much talk about avoiding another situation such as the

existence of two competing formats, VHS and Beta, for home video cassettes. In the past most such

problems were handled on a voluntary, nongovernmental basis. For example, The Society of Motion Pic­

ture and Television Engineers (SMPTE) has successfully coordinated standards for motion picture film.

Proponents have also advanced a second argument, which has a more valid claim to the attention 0

governments. If a large proportion of TV-only producers, worldwide, were to adopt a common standard

for production, it would also facilitate interchange of television programs, in the sense that they would

not have to be converted at the production level.

Almost any 6O-Hz interlaced standard would serve for this second objective, since most technical diffi­

culties are associated with frame-rate conversion. Actually, the main reason why many industry leaders
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